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Matte White fabric up to 10' high will be seamless. High
Contrast Matte White and Video Spectra 1.5 fabrics up to 8'
high will be seamless. High Power® fabric up to 6' high will be
seamless.

Viewing Area Nominal Overall 
H x W Diagonal Length of Case Matte High Contrast Video High 

in. cm. in. cm. in. cm. White Matte White Spectra1.5 Power®

43" x 57" 109 x 145 72" 183 651/2" 166 x x x x
50" x 67" 127 x 170 84" 213 751/2" 192 x x x x
57" x 77" 145 x 196 96" 244 891/2" 227 x x x x
60" x 80" 152 x 203 100" 254 891/2" 227 x x x x
69" x 92" 175 x 234 120" 305 1011/2" 258 x x x x
87" x 116" 221 x 295 150" 381 1251/2" 319 x x x x

105" x 140" 267 x 356 180" 457 1491/2" 380 x x
120" x 160" 305 x 406 200" 508 1691/2" 431 x

Size Overall 
H x W Length of Case Matte High Contrast Video High

in./ft. cm. in. cm. White Matte White Spectra 1.5 Power®

50" x 50" 127 x 127 551/2" 141 x x x x
60" x 60" 152 x 152 651/2" 166 x x x x
70" x 70" 178 x 178 751/2" 192 x x x x
84" x 84" 213 x 213 891/2" 227 x x x x

6' x 8' 183 x 244 1011/2" 258 x x x x
8' x 8' 244 x 244 1011/2" 258 x x x x
7' x 9' 213 x 274 1131/2" 288 x x x x
9' x 9' 274 x 274 1131/2" 288 x x
8' x 10' 244 x 305 1251/2" 319 x x x x

10' x 10' 305 x 305 1251/2" 319 x x
9' x 12' 274 x 366 1491/2" 380 x x

12' x 12' 366 x 366 1491/2" 380 x

SQUARE FORMAT

VIDEO FORMAT

Viewing Area Nominal Overall 
H x W Diagonal Length of Case Matte High Contrast Video High 

in. cm. in. cm. in. cm. White Matte White Spectra1.5 Power®

45" x 80" 114 x 203 92" 234 891/2" 227 x x x x
52" x 92" 132 x 234 106" 269 1011/2" 258 x x x x
54" x 96" 137 x 244 110" 279 1051/2" 268 x x x x
58" x 104" 147 x 264 119" 302 1131/2" 288 x x x x
65" x 116" 165 x 295 133" 338 1251/2" 319 x x x x
78" x 139" 198 x 353 159" 404 1491/2" 380 x x x x

HDTV FORMAT

Concealed-In-The-Ceiling Electric Screen Designed with the
Installer In Mind

• Handsome finished white aluminum case provides a clean look
and allows easy installation of ceiling tiles.

• Designed to have the case installed during the “rough-in”
stages of construction and the fabric assembly during the finish
stage.

• Built-in SCB100, SCB-200 (RS-232 control), low voltage control
and silent motor are available options. See page 16.

• The Advantage® Case meets Underwriters Laboratories (UL)
Plenum Testing Standards for use in air handling space.

For optional remote
control operation,
see options on
pages 50-54.


